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Superdry Contract Installation Guidelines

Equipment

Clean Cloth

Tape Measure

Dust Pan & Brush
Bucket & Mop
Cleaning detergent
3M Surface Cleaner
Scissors

Materials

Superdry Contract

Double sided tape

F Ball Styccobond F73 Floor
adhesive (Permanent fixture only)

Superdry Contract

Equipment & Materials
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Preparation

For best results it is advised to install Superdry Contract on a level and clean floor. Simply follow these simple steps to
achieve a durable, clean and adaptable flooring finish in your chosen area. Superdry Contract can be laid loosely to the floor
or taped to provide a permanent adhesion to the floor:

Degrease

1 Clean the existing floor to ensure that it is grease
: and oil free and that the surface is clean and dry

and free of dust and dirt.

Clean back of mat

Clean and degrease the back of the mat and

ensure it is free of dust and dirt.
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Double Sided Tape

Cut the tape into strips to fit the length of the matting.
Peel off the backing from the tape and apply to the
matting as detailed on the drawing below.



Application

1800 mm
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Apply double sided tape
around the edge of the mat
and at least 6 strips along the
1800mm width of the mat

12000 mm

Two person finish

Once the tape is applied to the back of the mat peel
off the release paper. With two people carefully turn
over the mat and apply the mat to the floor.

For areas with more than one mat repeat the process.

Page 3 | Superdry Contract Installation Guidelines

Peel off the release paper
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