
3700 W Pratt Avenue, Lincolnwood, IL 60712     •     (800) 874-2333     •     www.trim-tex.com    

STC Performance Reference

System

Dbl stud STD 26-02034 2 @ 5⁄8" Type X Dbl 2 1⁄2" 18 mil @
24" OC

Dbl 2 1⁄2" GF batts 2 @ 5⁄8" Type X 68 68 0Super Seal Tear Away®

L Bead

Test No. DeltaJoint Seal Product
Source 

Sheathing
(base → face)

Receiving 
Sheathing

(base → face)
Frame

(source → receiving)
Baseline

STC
Tested

STC
Insulation

(source → receiving)

WSA-SERIES ASSEMBLIES (NOAL-TESTED)

DEFLECTION BEAD ASSEMBLIES (OL-TESTED)

Shaftwall
FLUTED

25-12033 1" Shaftliner 4" CT 33 mil studs @ 
24" OC

2 1⁄2" fiberglass 2 x 5⁄8" Type X 47 47 0Sound XL
(33% compressed flute-fill)

Single stud
FLUTED

25-12015 2 @ 5⁄8" Type X 3 5⁄8" 18 mil @
24" OC

3 1⁄2" GF batts 5⁄8" Type X 49 49 0Sound XL

Single stud
FLUTED

25-12018 2 @ 5⁄8" Type X 3 5⁄8" 18 mil @
24" OC

3 1⁄2" GF batts 5⁄8" Type X 49 48 -1093V

Single stud
unbalanced

OL15-1008 2 @ 5⁄8" Type X 3 5⁄8" 20 ga. studs @ 
24" OC

3 1⁄2" fiberglass (R13) 5⁄8" Type X --- 509220 Deflection Bead
(at head, no sealant)

Single stud
balanced

OL15-1009 2 @ 5⁄8" Type X 3 5⁄8" 20 ga. studs @ 
24" OC

3 1⁄2" fiberglass (R13) 2 @ 5⁄8" Type X --- 539220 Deflection Bead
(at head, no sealant)


