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Flexit SC117

One wire braid compact hose APPLICATIONS
hydraulic oils, both mineral and biological;
EN 857 1SC (all sizes) polyglycol base oils, water/oil emulsions, water

SAE 100 R17 (sizes -04 / -08)

Synthetic rubber cover, MSHA flame retardant approved
On request: HARC antiabrasion cover (-50 °C / -58 °F)
UHMPE antiabrasion cover

Synthetic rubber tube

One high tensile steel wire braid
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SC117-04 6 1/4” 0,39 12,2 0,48 3250 13000 1,97 0,16 0,11
S§C117-05 8 5/16” 05 11,7 046 14,0 055 215 3100 860 12400 55 2,16 0,21 0,14
sc117-06 10 3/8” 06 13,4 0,553 16,4 0,65 210 3000 840 12000 65 2,56 0,27 0,18
sc117-08 12 1/2” 08 17,1 067 20,0 0,79 210 3000 840 12000 70 2,76 0,39 0,26
sC117-10 16 5/8” 10 20,3 0,80 22,7 0,89 140 2000 560 8000 150 5,91 0,39 0,26
SC117-12 19 3/4” 12 239 094 26,5 1,04 105 1500 420 6000 180 7,09 0,50 0,34
SC117-16 25 1~ 16 31,3 123 340 1,34 88 1250 352 5000 230 9,06 0,78 0,52

Hydraulic oils: -40 °C to +100 °C (-40 °F to +212 °F) - occasional peaks up to +125 °C (+257 °F)
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