
Single trip shaft pullkeys where both ends of the 
shaft are to be connected to a tensioning spring 
in order to operate as a balanced system. 

This pull and slack wire trip pullkey is available in marine-
grade LM6 aluminium (BK400PS) or UV-resistant Glass 
Reinforced Nylon (BK500PS), both offering excellent 
corrosion resistance in atmospheric and marine conditions.

Pigtails (Options 
available)

Emergency Stop Label
(Reflective/316 Stainless Steel)

Note: Orange pull key design will change soon; functionality and 
specifications remain the same.

Spring Tensioning Kit

Smart Series Essentials
To complete the full conveyor control solution, please 
refer to our range of Smart Series Essentials that include 
lanyard pull control cable, pigtails, cable wedge 
clamps and emergency stop labels.

4 x Turn Buckle

4 x Spring Guide

10 x Carabiner Clip

2 x Thimble

4 x Spring

8 x Crosby Clamp

2 x Ratchets

TEMPERATURE 
& VIBRATION 
COMPENSATION

IP66/67 RATING
SIMPLE SET UP & 
ADJUSTMENT

SPACIOUS 
COMPARTMENT

SIL2

SIL2

SIL2 SIL2 CERTIFIED 
IEC 61508 CERTIFIED
Suitable for Safety Applications
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PULLKEY 100M100M

TENSION SPRING TURN BUCKLE DATA CABLECOATED WIRE

ANCHOR ANCHOR

E/STOP LABEL 
(Reflective)Trip Left & Right

Towards

TECHNICAL SPECS

Complies With
AS/NZS 4024.3610:2015
BS EN ISO 13850:2008

Material
BK400PS – LM6 Marine-grade Powder  
Coated Aluminium 

BK500PS – UV-resistant Glass Reinforced Nylon 

IP Rating IP66/67

SIL Capability SIL2 Capable – IEC 61508 CERTIFIED

Contact Rating 3A @ 250VAC/IP67

Contacts 
2x SPDT Contacts - 2x NO & 2x NC: 
VDE (EN6058-1) Safety Standard Approved
(Additional contacts available on request)

Switch 
Certifications

ENEC / UL Certified in accordance with:
EN 61058-1-1:2016, EN IEC 61058-1:2018, UL 61058-1, 
UL60158-1-1, CSA C22.2 NO.61058-1-17,  
CSA C22.2 NO.61058-1-1-17

Ambient Temp -40 to +50°C

The pull & slack wire switch has been tested to trip under the  
following conditions: 

•	 Breaking, slacking or removal of the pull wire shall activate the device. 
•	 The conveyor shall stop in the event of the pull wire being broken  

or removed.
•	 Pull force under 70N at right angle between lanyard supports, with 

no more than 300mm movement. 
•	 Pull force under 230N along the axis of the wire.
•	 Manual trip via reset knob
•	 Maximum installation distance is 200 meters per set.

* �An emergency stop label is required to be fitted every 30 metres on all 
conveyor pull wire trip systems (To ASNZS 4024.3610)
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TENSIONING KIT COMPLIANCE INDICATOR
Easy visual compliance checks to ensure lanyard tension complies to the

70N pull force specified in the ASNZS 4024.3610 standard.

RECOMMENDED INSTALLATION

WIRING DIAGRAM

DIMENSIONS
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A CLOSER LOOK AT THE PULL KEY - OUTSIDE

A CLOSER LOOK AT THE PULL KEY - INSIDE SPACIOUS COMPARTMENT
225 x 170 x 50mm (external 
measurements) Compartment allow 
for ease of termination and space 
to mount electronics (no need for 
additional junction box)  

GLAND ENTRY
•	 3 Standard M20 Gland entries  

at bottom

•	 2 Std M25 Gland entries on sides 
(Additional entries are optional) 

TERMINALS
Weidmuller A Series push-in 
technology terminals with 
galvanic isolation, pull-out, 
shock and vibration resistance.

O RING SEAL
Both compartments are fitted 
with o-ring seal inside or on 
the lid to prevent moisture. 
(Rated IP66/67)

SWITCH
Encapsulated IP67 Switches, 
prevents dust, moisture, and rust from 
contaminating switching contacts. 

GLAND ENTRY

PRE START 
SIREN
OPTIONAL

MECHANICAL FLAG
The flag consists of a reflective 
tape that is visible over a long 
distance at night to indicate a 
Pullkey trip.

REAR COMPARTMENT 

REFLECTIVE TAPE
Better visibility day/night

LID LANYARD
The front lid equipped with 
an attached lanyard.

LED  
INDICATION

OPTIONAL

All internal components 
are manufactured from 
corrosion-resistant material 
including stainless steel, 
nylon, copper  
and brass.

RUBBER BOOT
Rubber boot to prevent water and 
dust from entering the pullkey.

BALANCING LENS
The top of the pullkey is fitted with a lens to indicate 
when the shaft is in the balanced position.

SCREW-IN LID
Stainless screws remain in the lid 
when upside down.

STAINLESS 
THIMBLE
Crimps are finished with 
heat shrink.
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ORDERING DATA
Part No. Description

SSPK-BK400PS-STD BK400PS Pull Wire Switch, Aluminium,  
Pull & Slack Trip type, Standard

SSPK-BK500PS-STD BK500PS Pull Wire Switch, Glass Reinforced Nylon,  
Pull & Slack Trip type, Standard

Contact us for  
more information Monitoring options

•	 Contact Configuration (Any 4 contacts N/O or N/C).

•	 Pre-Start Sirens & LED Indication (Monitoring System Dependent).

•	 Pull Key Canopy – Additional UV and Mechanical Protection.

•	 Control Cable (System dependent).

•	 Trip Monitoring Options:
	◦ Inelco (SLC2, SLM3, SLM4)
	◦ Third party product, Ringway, iMAC, etc. (Client Preference)

Inelco SLM4

Inelco SLC/SLM3

Third Party Product  
(Client Preference)

SAMPLES OF 
MONITORING OPTIONS

Canopy

SMART SERIES ESSENTIALS

ASK ABOUT OUR OPTIONAL EXTRAS

SMART SERIES ESSENTIALS
Check out the Smart Essentials data sheets for more information.
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