THREAD CONVERSIONS & ACCESSORIES

777

777 INSULATED ADAPTOR, GLOBALLY
APPROVED, EXPLOSIVE ATMOSPHERE
CABLE / CONDUIT ACCESSORY

|solates metallic cable glands from equipment
Essential in areas of high electromagnetic noise
Particularly relevant in power plants

General purpose / industrial version available

Can be supplied with thread conversion

-60°C to +130°C

Globally marked, cCSAus, IECEx, ATEX and UKEX

TECHNICAL CLASSIFICATION
DESIGN SPECIFICATION BS 6121:Part 1:1989
ENCLOSURE PROTECTION 1K10 to [EC 62262 (20 joules) Brass and Stainless Steel Only
INGRESS PROTECTION RATING** IP66, IP67 and IP68***
Brass, Electroless Nickel Plated Brass, Aluminium, Stainless Steel

** When CMP installation accessories are used. Refer to www.cmp-products.com for further
information. *** IP68 tested to a minimum depth of 30 metres for 12 hours, alternative depths /
durations can be provided upon request
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Type A Type B

i

GLOBAL PRODUCT CERTIFICATION

ATEX CERTIFICATE CML18ATEX1328U
IECEx CERTIFICATE IECExCML18.0185U

UKEX CERTIFICATE CML21UKEX1239U
ExdbIICGb, Exeb IICGb,

& 112G 1D, Exdb IC Gh,
R, ExeblICGb, ExtalllCDa ExtalllCDa

T R EN 60079-0,1,731 IEC60079-0,1,731
TG 1055233

CODEQF PROTECTION Class I Div 1and 2, Groups A, B, Cand D; IP66, 67, 68; Enclosure Type 4X; DIP A;
Class|, Zone 1, AExde II; Exdell
(22.2No.0,0.5,30, 94; CAN/CSA60079-0,1,2; UL 50, UL 1203;
COMPLIANCE STANDARDS UL 60079 parts 0,17
EACCERTIFICATE EE UkrSEPRO CERTIFICATE  WTRINIEYAVIY;
7100841.01.01.07875 :

RETIEAPPROVALNUMBER  WAE@SVEI A (IR ETUIMGEEY S P533772, P548696

24-03-106290_E24-03- .
ECAS CERTIFICATE 110155_NB00D7 INMETRO APPROVAL TUV12.1331U

SANS IAS-XPL21804 21.0012U
MARINE APPROVALS LRS: LR22320794TA, ABS: 22-2230864-1-PDA

HOW TO ORDER

eg.777-D-A-M-3-M-3-5

=Dual certified Ex d & Ex e - Type A- M25 (M) x M25 (F) - Nicke! Plated Brass

Other thread variations are available on request. For further information on ordering please refer to www.cmp-
products.com.

Please note that the Type B version of the 777 insulated adaptors are only certified Ex d when they are installed in
conjunction with a corresponding CMP certified cable gland.

PRODUCT SELECTION TABLE

MINIMUMTHREAD | FEMALETHREAD SIZE'B' NOMINALPROTRUSION | NOMINAL PROTRUSION

TYPEA TYPEB w LENGTH'E' (TYPEA) (TYPEB) DIAMETER'C LENGTH'F' (TYPEA) LENGTH'G' (TYPEB) 0 1)
777DAM2M2 777DBM2M2 M20X1.5 15.0 M20X1.5 M20X1.5 14.0 26.7 36.0 39.6
777DAM3M3 777DBM3M3 M25X1.5 15.0 M25X1.5 M25X1.5 20.0 385 27.2 46.0 50.6
777DAMAMA 777DBM4M4 M32X1.5 15.0 M32X1.5 M32X1.5 257 38.0 26.7 55.0 60.5
777DAM5MS5 777DBM5M5 M40X 1.5 15.0 M40X 1.5 M40X1.5 321 38.0 26.7 70.0 71.0
777DAM6M6 777DBM6M6 M50X1.5 15.0 M50X1.5 M50X1.5 443 39.0 26.7 90.2 99.2
777DAM7M7 777DBM7M7 M63X1.5 15.0 M63X1.5 M63X1.5 55.0 49.5 26.7 100.0 110.0
T77DAMBMS 777DBM8M8 M75X1.5 15.0 M75X1.5 M75X1.5 61.0 53.2 40.9 110.0 121.0
777DAMIM9 777DBMIM9 M90X2.0 240 M90X2.0 M90X2.0 80.6 57.0 472 123.2 1355

All dimensions shown are in millimetres unless otherwise stated

Dimensions listed are for metric accessories only. Dimensions for alternative threads may vary.
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