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Modular LED signal tower light with built-in terminal

How to configure module

Module name/ Layout Assembly step

MG70-HBZ/MG70-WBZ MGA70-R/MCA70-R/MRA70-RMG70-CV

MG70-R/A/G/B/W

MG70-MBS-DC
MG70-MBS-AC

TWS80                 TWA80

MC70-R/A/G/B/W

MG70-BS-DC-M12
MG70-BS-AC-M12

MR70-R/A/G/B/W

 PE24

MG70-BS-DC
MG70-BS-AC

MTG70 / MTC70 / MTR70 Series

Standard        LB24        LW24        QZ24        SZ24        QL24        SL24  

Assembly Step 1
• Choose from cover, buzzer module, and 
  cover lens integrated module
• Please refer to detailed module specification 
   in order to find out model number

Assembly Step 2
• Select among MTG, MTC, MTR LED module
• When the buzzer module is selected in 
  the first stage of module assembly, only 
  4 levels of R/A/G/B colors can be used 
  for the LED module (W color cannot be used)
• If the operating voltage is AC type, the LED 
  module uses DC24V type.
• When selecting MTR LED module, please 
   choose black base module
• Please refer to detailed module specification 
   in order to find out model number

Assembly Step 3
• Please select among direct mount, pole 
  mount, and M12 connector type base 
  module
• Please refer to detailed module specification 
   in order to find out model number

Assembly Step 4
• In case of using pole type based module 
  at the Assembly Step 3, you should select 
  a pole. The pole can be provided with 
  diverse length.
• Please refer to detailed module specification 
   in order to find out model number

Assembly Step 5
• Please select appropriate Mounting bracket in 
  accordance with your needs
• Please refer to detailed module specification 
   in order to find out model number

Direct mount
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MTG70ML-HBZ-24-4-RAGB MTG70L-WBZ-110/220-3-RAG-SZ24-SV MTG70L-24-3-RAG-M12-SV
Layout Modules Layout Modules Layout Modules

Buzzer module
+

LED module
+

MBS module(Self stand type module)

Buzzer module-Silver
+

LED module
+

BS module-Silver(Pole type module)
+

POLE
+

Mount bracket

Cover module-Silver
+

LED module
+

BS module-Silver
(M12 connector type module)

IP65
+50℃
-30℃ RoHSPNPNPN

Example of MTG70 module configuration

Ordering Specifications
[Upper module] [LED module] [Base module] [Pole] [Bracket]

MG70-WBZ-24-SV - MG70-R/A/G/B-24 - MG70-BS-AC-SV - PE24-250 - SZ24

ㅣ
Cover module
Buzzer module

Cover integrated LED 
module 

ㅣ
R-Red

G-Green
A-Amber

B-Blue
W-White

ㅣ
Pole mount type
Self stand type

M12 connector type

ㅣ
(Blank)-Self stand

type, M12 connector type
Pole type

ㅣ
(Blank)-Self stand type,

M12 connector type
Pole type, Self stand type(Option)

ㆍYou can assemble the product through module combination by referring to the diagram below.
ㆍWhen a buzzer module (standard buzzer module/high volume buzzer module/waterproof buzzer module) is combined, only 4 LED modules can be 
    assembled (W color module cannot be assembled).

MG70-WBZ-24-SVMG70-HBZ-24

MG70-R-24MG70-R-24

MG70-A-24MG70-A-24

MG70-G-24MG70-G-24

MG70-B-24

MG70-MBS-DC
MG70-BS-AC-SV

PE24-250

SZ24-bracket

MG70-CV-SV

MG70-R-24

MG70-A-24

MG70-G-24

MG70-BS-DC-M12-SV
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Modular LED signal tower light with built-in terminal

MTG70 / MTC70 / MTR70 Series

ㆍYou can assemble the product through module combination by referring to the diagram below.
ㆍWhen a buzzer module (standard buzzer module/high volume buzzer module/waterproof buzzer module) is combined, only 4 LED modules can be 
    assembled (W color module cannot be assembled).

MTC70ML-24-5-RAGBW MTC70L-110/220-3-RAG-LB24-SV MTCA70L-110/220-4-RAGB-M12-SV
Layout Modules Layout Modules Layout Modules

Cover module
+

LED module
+

MBS module(Self stand type module)

Cover module-Silver
+

 LED module
+

BS module-Silver(Pole type module)
+

POLE
+

Mount bracket

Cover integrated LED module
+

LED module
+

BS module-Silver
(M12 connector type module)

[Upper module] [LED module] [Base module] [Pole] [Bracket]

MG70-CV-SV - MC70-R/A/G/B-24 - MG70-BS-AC-SV - PE24-500 - LB24

ㅣ
Cover module
Buzzer module

Cover integrated LED 
module 

ㅣ
R-Red

G-Green
A-Amber

B-Blue
W-White

ㅣ
Pole mount type
Self stand type

M12 connector type

ㅣ
(Blank)-Self stand

type, M12 connector type
Pole type

ㅣ
(Blank)-Self stand type,

M12 connector type
Pole type, Self stand type(Option)

Example of MTC70 module configuration

Ordering Specifications

MCA70-R-24
MC70-R-24

MC70-A-24
MC70-A-24

MC70-G-24
MC70-G-24

MC70-B-24

MG70-BS-AC-SV

MG70-CV-SV

MG70-BS-AC-M12

PE24-500

LB24-bracket

MG70-CV

MC70-R-24

MC70-A-24

MC70-G-24

MC70-B-24

MC70-W-24

MG70-MBS-DC
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MTR70ML-24-3-RAG-BK MTR70L-HBZ-24-3-RAG-QZ24-BK MTRA70L-24-4-RAGB-M12-BK
Layout Modules Layout Modules Layout Modules

Cover module-Black
+

LED module
+

MBS module-Black
(Self stand type module)

Buzzer module-Black
+

LED module
+

BS module-Black(Pole type module)
+

POLE
+

Mount bracket

Cover integrated LED module
+

LED module
+

BS module-Black
(M12 connector type module)

IP65
+50℃
-30℃ RoHSPNPNPN

ㆍYou can assemble the product through module combination by referring to the diagram below.
ㆍWhen a buzzer module (standard buzzer module/high volume buzzer module/waterproof buzzer module) is combined, only 4 LED modules can be 
    assembled (W color module cannot be assembled).

[Upper module] [LED module] [Base module] [Pole] [Bracket]

MG70-HBZ-24-BK - MR70-R/A/G/B/W-24 - MG70-BS-DC-BK - PE24-500 - QZ24

ㅣ
Cover module
Buzzer module

Cover integrated LED 
module 

ㅣ
R-Red

G-Green
A-Amber

B-Blue
W-White

ㅣ
Pole mount type
Self stand type

M12 connector type

ㅣ
(Blank)-Self stand

type, M12 connector type
Pole type

ㅣ
(Blank)-Self stand type,

M12 connector type
Pole type, Self stand type(Option)

Example of MTR70 module configuration

Ordering Specifications

MR70-R-24

MG70-HBZ-24-BK

MR70-A-24

MR70-G-24

MG70-BS-DC-BK

PE24-500

QZ24-bracket

MR70-R-24
MG70-CV-BK

MR70-A-24

MR70-G-24

MG70-MBS-DC-BK

MR70-A-24

MRA70-R-24

MR70-G-24

MR70-B-24

MG70-BS-DC-M12-BK




