
4mph BOOT SCOOTER 
QUICK START GUIDE 

 

1. Unpack all of the parts, as shown below. 

 
 

2. Connect the front and rear sections together. Line 

up the red markers on the two halves of the scooter. 

Hold the back of the rear section and lift the front 

section in to place using the lever. Then release the 

rear section, and lower the front section with the 

lever.  

 

3. Unlock the tiller by pulling out the knob then 

turning 45º anticlockwise. 

 
 

4. Raise the tiller on the front section. Turn the tiller 

adjustment knob (arrowed) towards the rear of the 

scooter and then lift up the tiller (2) to the required 

position. Secure the tiller by turning the knob 

towards the front of the scooter.  

 

 

5. Place the battery pack in to the void in the scooter 

and ensure it sits flush. Press lightly on the top of 

the battery pack to ensure the battery pack is fully 

installed. 

 
 

6. Lock the battery in to position using the battery 

locking bracket. When in place turn the handle to 

secure (arrowed). 
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7. Position the seat on to the seat post. 

When in place, lift the swivel lever up and begin to 

rotate until the seat. Release the lever and 

continue to rotate the seat until it locks in place. 

 
 

8. Unscrew the handle (arrowed), and slide the 

armrest in to the receiver. Retighten the handle to 

secure the armrest in to position. 

Repeat for the other armrest. 

 

 

9. Add the basket to the front of the scooter. 

 

FULLY CHARGE THE SCOOTER BEFORE USE 

 

1. Plug the round connector on the charger in 

to the battery pack.  

2. Insert the mains cable in to the charger, and 

plug in at a mains socket. 

 

Note that the battery can be charged when 

it is installed on the scooter or when it is 

removed. 

 

 
 

 

 

CAUTION: 
ALWAYS READ THE OWNER’S HANDBOOK FULLY 

BEFORE USING THE SCOOTER. 
  

 


